
ES-WD-HY-300-2 CANADA 0403 (Dimension) Denotes Millimeters

HY-300-2

SPECIFICATION: Watts Drainage Products HY-300-2 concealed key operated dual-temp mild climate wall hydrant with
nickel bronze box and door, polished bronze hydrant face, 3/4"(19) hose connection, all bronze head, seat casting and
internal working parts, galvanized wall casing, and hydrant key.

Duo-Temp Mild Climate
Wall Hydrant Encased Type

Job Name

Job Location

Engineer

Contractor

Contractor's P.O. No.

Representative

Tag: 

Wall Clamp
Keyed Custodian Operation
Cylinder Lock

-K

3/4"(19) Outlet3/4
1"(25) Outlet1

 -88

Ex. HY-300-2-3/4-VB-K

WATTS Drainage reserves the right to modify or change product design or construction without prior notice and without incurring any obligation to make similar changes and modifications to products
previously or subsequently sold.  See your WATTS Drainage representative for any clarification.  Dimensions are subject to manufacturing tolerances.
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Recommended Wall Opening:
6-5/8" x 8-3/8" (168 x 213)

4"
(102)

3-5/8"(92)

3-1/2"
(89)

7-1/8"(181)

HINGED LOCKING COVER

3/4"(19) HOSE CONNECTION
VACUUM BREAKER (OPTIONAL)

8-7/8"(225)

1" Hose Connection -1"

Suffix           Description

Outlet Size (Select One)
Suffix           Description

Order Code: HY-300-2-

Options (Select One or More)

-

Vacuum Breaker-VB

204

CANADA
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